
S p e c i f i c a t i o n

Article 8024

Kind of yarn Nomex Comfort® :
warp 93% Nomex / 5% Kevlar / 2% P140 Antistaticfibre
weft 93% Nomex / 5% Kevlar / 2% P140 Antistaticfibre
Yarncount (DIN EN ISO 2060)
warp Nm 40/2
weft Nm 40/2
Weave (DIN ISO 9354) twill 2/1
Density of Threads (DIN EN 1049-2)
ends / 10 cm 290 ± 10
picks / 10 cm 200 ± 10
Total mass (DIN EN 12127) [g/m²] 265 ± 10
Width (DIN EN 1773)   [cm] 160  useable width
Breaking Strength (DIN EN ISO 13934-1)
warp [N/5cm] > 1500
weft [N/5cm] >   900
Breaking Strength Elongation (DIN EN ISO 13934-1)
warp  [%] 40 ± 10
weft [%] 30 ± 10
Tearing Strength (DIN EN ISO 13937-2)
warp [N] > 45
weft [N] > 35
Fabric Finishing piecedyed, FC.-finishing, sanforized
Fabric Colour different colours
Colour Fastness 
washing (DIN EN ISO 105-C06, 60°C) depends on the colour of the fabric
rubbing, dry (DIN EN ISO 105-X12) depends on the colour of the fabric
rubbing, wet (DIN EN ISO 105-X12) depends on the colour of the fabric
Dimensional Change 
(DIN EN 25077; DIN EN ISO 6330, 6Nh, F)
5 washes at 60°C
warp [%] ± 3
weft [%] ± 3
Flammability (DIN EN ISO 15025)
method A - surface ignition
ignition time 10 sec.
afterburn  [sec] </= 2 
afterglow   [sec] </= 2 
hole no
melting no
Resistance to Water Penetration (DIN EN ISO 24920)
new note   5
after 5 washes at 60 °C + ironing note > 4
Resistance to Oil (AATCC-118-1992)
new note   5
after 5 washes at 60 °C + ironing note > 4

* All specification values are guideline values without any guarantee.
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